PROJECT CONSTRUCTION

GENERAL CONSTRUCTION NOTES

1. NOTIFY THE CHESTER COUNTY CONSERVATION DISTRICT (610-925-4920) AND PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION, SOUTHEAST REGIONAL OFFICE (484-250-5900) AT
LEAST 7 DAYS PRIOR TO THE INITIATION OF WORK.

2. ALL DISTURBED AREASWILL BE STABILIZED AT THE END OF EACH WORK DAY.

3. ALL WORK IS TO BE CONDUCTED DURING PERIODS OF LOW FLOW ASDIRECTED BY THE FIELD
REPRESENTATIVE. ALL WORK SHALL BE CONDUCTED IN ACCORDANCE WITH THE APPROVED
EROSION AND SEDIMENT CONTROL PLAN.

4. ANY EXPOSED REBAR INCLUDING REBAR ATTACHED TO DAM SPOIL SHALL BE CUT OFF FLUSH
WITH THE FACE OF THE MATERIAL, AND DISPOSED OF OFFSITE. THE CONTRACTOR SHALL
REMOVE FROM THE SITE, RECY CLE OR DISPOSE OF ALL BUILDING MATERIALSAND WASTES
(METAL, PLASTIC, PAPER, RUBBER, AND ANY OTHER MAN-MADE MATERIALS) IN ACCORDANCE
WITH THE DEPARTMEWNT OF SOLID WASTE MANAGEMENT REGULATIONSAT 25 PA CODE 260.1 ET
SEQ. 271.1 ET SEQ AND 287.1 ET SEQ.

5. THE CONSTRUCTION ENTRANCE TO THE PROJECT IS FROM AN EXISTING GRAVEL ACCESSROAD
AND WILL NOT RESULT IN EARTH DISTURBANCE.

6. THERE ARE NO UTILITIES IDENTIFIED BY PA ONE CALL WITHIN THE LIMIT OF DISTURBANCE.

7.  REFERENCE TO LEFT AND RIGHT BANK ISFROM A PERSPECTIVE LOOKING DOWNSTREAM

8. EVERY EFFORT SHALL BE MADE TO AVOID IMPACTS TO EXISTING WOODY VEGETATION
ESPECIALLY WHEN GRADING STREAM BANKS.

CONSTRUCTION SEQUENCE

1. ACCESS STREAM FROM LEFT BANK AS SHOWN NEAR STATION 9+00. MOBILIZE UPSTREAM TO
DAM. REMOVE SECTION ONE TO INVERT 231.2' TO SLOWLY DEWATER IMPOUNDMENT. PLACE

o

GENERAL EROSION AND SEDIMENT
CONTROL PLAN NOTES

. TEMPORARY

A.STAKE AND FLAG CONTRACTOR'S ENTRANCE, STREAM ACCESS POINTS, AND MATERIALS
LAYDOWN/RE-FUELING AREAS. CLEAR AND GRUB EQUIPMENT ACCESSAT LOCATION SHOWN
ON THIS SHEET.

B.ALL DISTURBED AREAS WILL BE STABILIZED AT THE END OF EACH DAY. TEMPORARY
EROSION CONTROL MEASURES THAT INVOLVE SEEDING WILL NOT BE REMOVED UNTIL A
MINIMUM UNIFORM 70% COVERAGE IS ACHIEVED.

PERMANENT

A.ALL DISTURBED AREAS SHALL BE FINAL GRADED, SEEDED AND MULCHED ACCORDING TO

THE SPECIFICATIONS SHOWN IN E& SDETAIL #2.

B.RUBBLE FROM DAM WILL BE USED FOR STREAMBANK STABILIZATION AS SHOWN ON THE
PLAN

THE IMPOUNDMENT BEHIND THE DAM WILL BE INCREMENTALLY DEWATERED ACCORDING TO
THE DAM BREACH PHASING PLAN, (SEE DETAIL 1).

AACCESS TO THE IN-STREAM WORK AREAS WILL BE LIMITED TO EXCAVATION EQUIPMENT WHICH
WILL ONLY ACCESS AND LEAVE THE WORK AREA AT THE INITIATION AND COMPLETION OF
DAILY WORK AND FOR RE-FUELING AND EQUIPMENT CHANGEOUT ASNECESSARY IN THE
DESIGNATED AREA. NO RE-FUELING WILL BE PERMITTED IN THE STREAM. EQUIPMENT SHALL
NOT LEAK FLUIDS. THE CONTRACTOR SHALL HAVE A SPCC PLAN AND KIT ON-SITE.
ALL GRADED AND / OR DISTURBED AREAS ADJACENT TO THE STREAM SHALL BE STABI
WITH EROSION CONTROL BLANKET.

1ZED

EXISTING LONGITUDINAL PROFLE

TOPOGRAPHIC CONTOUR MAJOR (10' CONTOUR INTERNAL)
CONTOUR MINOR (2° CONTOUR INTERNAL)

DAM RUBBLE IN SCOUR POOL IMMEDIATELY DOWNSTREAM OF DAM. REMOVE COARSE
SEDIMENT IMMEDIATELY UPSTREAM OF DAM AND TEMPORARILY STOCKPILE ALONG RIGHT
BANK OF MILL RACE.

2. REMOVE DAM SECTION 2 TO INVERT 230.2' TO CONTINUE IMPOUNDMENT DEWATERING. ONCE
SCOUR POOL ISFILLED TO DESIGN GRADE, BEGIN PLACING DAM RUBBLE IN MILL RACE. REMOVE
ADDITIONAL COARSE SEDIMENT UPSTREAM OF DAM AS NEEDED FOR DEWATERING AND
STOCKPILE ALONG MILL RACE. REMOVE DAM SECTIONS 3AND 4 TO COMPLETELY DRAW DOWN
IMPOUNDMENT. PLACE ALL RUBBLEIN MILL RACE.

3. REMOVE DAM SECTION 5AS SHOWN AND PLACE RUBBLE IN MILL RACE. REMOVE REMAINING
COARSE SEDIMENT UPSTREAM OF DAM AND PLACE IN MILL RACE. GRADE COARSE GRAVEL
INCLUDING TEMPORARY SEDIMENT STOCKPILES TO COVERALL DAM RUBBLE PLACED IN THE
MILL RACE. REMOVE METAL GRATE AT MILL RACE ENTRANCE AND PROPERLY DISPOSE OF
OFFSITE

4. INSTALL BANK TOE PROTECTION ALONG LEFT BANK BETWEEN STATIONS 6+30 AND 7+60. GRADE
LEFT BANK BETWEEN STATIONS 6+30 AND 7+00 AND ADD ADDITIONAL BANK STABILIZATION
CCONSISTING OF CLEAN RUBBLE FROM DAM.

5. CROSS STREAM TO RIGHT BANK AT LOCATION OF DAM AND MOBILIZE TO STATION 3+50. GRADE
RIGHT BANK BETWEEN STATIONS 3+50 AND 6+50 (SEE SHEET 3, CROSS SECTION 3,4 AND 5) AT THE
DIRECTION OF CONSTRUCTION SUPERVISOR. EXCESS SOIL SHALL BEUSED ASFILL FORMILL
RACE. STABILIZE ALL DISTURBED AREAS ALONG RIGHT BANK WITH SEED AND MULCH

6. CROSS STREAM TO LEFT BANK AT LOCATION OF DAM. GRADE LEFT BANK BEWTEEN MILL RACE
AND STREAM AT THE DIRECTION OF CONSTRUCTION SUPERVISOR (SEE SHEET 3, CROSS SECTION
6).

7. ADD ROCK TOE PROTECTION ALONG DELCHESTER RUN BETWEEN ACCESSROAD AND RIDLEY
CREEK AS SHOWN. FINAL GRADE ALL DISTURBED AREASAND STABILIZE WITH SEED AND

JATER'S EDGE AT TIME OF SURVEY (MARCH 6, 2007)

PROPOSED LIMIT OF DISTURBANCE
EXISTING BENCHMARK

EXISTING WATER SURFACE (MARCH 6, 2007)

PROPOSED CUT AREA

PROPOSED FILL AREA (EXISTING CHANNEL)

EROSION CONTROL BLANKET

ROCK CONSTRUCTION ENTRANCE (RCE)
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TOP OF DAMEL. 232.2

BOTTOM OF DAM EL. 227.3

EXISTING WALL
(TO REMAIN)

DAM BREACH PHASING PLAN

DETAIL
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